Agenda Memorandum
Historic Preservation Commission
DATE: January 8, 2020
SUBJECT:
Certificate of Appropriateness Request:
Applicant/Owner:
Location of subject property:
Staff Report prepared by:

H‐29‐19
Cary J Gluf/Jeffrey & Sarah Fearn
31 Grove Ave NW
Kristen Boyd‐Sullivan, Senior Planner

BACKGROUND:
 The subject property is site of a “Contributing” structure and is located in the North Union Street
Historic District. (Exhibit A)
 Date of construction: ca. 1900
 “One‐story, frame, Queen Anne style cottage with two façade gables and notable porch. West (right)
gable projects forward and has cut away corners. Wrap‐around porch has turned posts and a notable,
cut‐out balustrade. Entrance has transom and unusual decorative panels of pressed metal under
sidelights.”
 Applicant is seeking to 1) modify garage a detached, 2) add pervious brick pavers and stacked
block retaining wall at the rear of the garage, 3) extend driveway to add two (2) parking spaces
in the rear of the house, and 4) Demo two rear yard outbuildings (non‐contributing).
NOTE TO COMMISSIONERS:
The current request is a part of a multiple phase project. This phase includes four (4) requests as noted
above. The site plan titled “Existing Site Plan” depicts the property in its current state with the four (4)
immediate requests called out in blue. The submitted site plan “A‐2 Proposed Site & First Floor Plan”
indicates many other potential future changes to the site and the residence. No other future/potential
phase of this project is presented for consideration or approval beyond the four (4) items previously
mentioned.
DISCUSSION:
Photographs of the existing site and a materials sheet have been included in the Commission’s packets.
(1) Detached Garage Modifications – The applicant proposes to convert the garage (ca. 2015) into
a studio apartment. The detached garage is not original to the home, and was constructed after
receiving a Certificate of Appropriateness in 2015. On the street‐facing side, the applicant
proposes to remove the existing garage door as shown on sheet “A‐3,” and replace it with a
pedestrian Craftsman Simulated Divided Light Fiberglass Pre‐hung door, flanked by two
aluminum clad casement windows with 5” wide wood trim and two exterior light fixtures. An
overhang with a metal seam roof and wood support brackets, as well as a fixed window
replacing the white vinyl passive louver above the overhang are also proposed. Per the
applicant, all windows will include a “1‐11/16” IG ADL mullion to create a true horizontal at the
midpoint of the window to match the look of the double‐hung windows in the house.”

Historic Preservation Commission
Case # H‐29‐19

A wooden trellis, new aluminum clad casement window, and dormer with a metal roof is
proposed on the left side of the garage as shown on sheet “A‐5.” The second floor dormer, with
a roof pitch of 1:12, includes wood siding to match the existing garage, and three (3) new
aluminum clad casement windows with 5” side wood trim.
On the back (rear) side of the garage, a pedestrian Craftsman Simulated Divided Light Fiberglass
Pre‐hung door is proposed, as well as the same style overhang with metal roof and wood
support brackets, and a new second floor aluminum clad casement window centered above.
The right side of the garage will remain with be modified to include two (2) 24” x 14” aluminum
clad fixed transom windows with 5” wide wood trim.
A new raised paver patio, extending the width of the garage, is proposed adjacent to the rear
wall. A new retaining wall and steps accessing the rear yard is also part of the request.
According to the applicant, the retaining wall, over 24” in height, would be composed standard
stacked, split‐face concrete block material (Exhibit E).
(2) Driveway‐ The existing driveway will be expanded at the rear of the main structure with a
pervious material, specified as “EasyPave Grid ‐Grass/Gravel Paving System” (Exhibit C). The new
expansion area will provide 2 parking spaces for the new studio apartment and will not be
visible from the street.
(3) Outbuildings – Two (2) existing outbuildings (non‐contributing) at the rear of the property are
proposed for removal.
ATTACHMENTS
Exhibit A: National Register of Historic Places Inventory—Nomination Form
Exhibit B: Application for Certificate of Appropriateness
Exhibit C: Existing Conditions Site Plan, Proposed Site Plan (limits of work)
Exhibit D: Floor Plans, Elevations
Exhibit E: Images, Materials
HISTORIC HANDBOOK DESIGN RECOMMENDATIONS:
Chapter 5 – Section 3: New Accessory Structure Construction
 Keep the proportion of new garages and accessory structures compatible with the proportion of
the main house. Typically, these buildings were smaller in scale than the main house.
 New garages and accessory structures must use traditional roof forms, materials, and details
compatible with the main building or historic accessory structures in the district.
 Accessory buildings for Pivotal and Contributing structures should complement the siding and
roof material of the primary structure.
Chapter 5 – Section 5: Fenestrations
 New windows should be consistent or compatible with existing units. The emphasis of the new
windows should be vertical rather than horizontal. Wood is the most appropriate material, and

vinyl and aluminum clad windows are inappropriate in most instances. Modern window
production includes hybrid windows that include synthetic components or mixed composition of
wood and synthetic products. This type of window should not be used for replacement of
traditional wooden windows or within structures designated as Pivotal or Contributing. Mixed
composition synthetic windows may be used under the following circumstances: (1) New
construction of primary structures, (2) New construction of accessory buildings on lots with
buildings not designated as Pivotal or Contributing, and (3) New construction of additions to
structures not designated as Pivotal or Contributing.
Chapter 5 – Section 7: Roofing
 New construction should avoid A‐frame, dome, shed and flat‐alone roof shapes.
 Typical roofing materials used are tin, copper, slate, tiles, wood, and composition shingles.
Chapter 5 – Section 9: Fences and Walls
 Where walls are concerned, natural stone or brick‐masonry walls are encouraged and should not
be coated or painted. The type and color of stone and masonry should respond to the historic
nature of the property. The transparency or openings in the walls will be considered on an
individual basis. Concrete‐masonry walls and walls constructed from railroad ties is prohibited.
Chapter 5 – Section 10: Driveways, Walkways and Parking
 Gravel and pavement are acceptable materials for driveways, as are some alternative materials
such as cobblestone, brick, and pervious pavers.
 Excessive expanses of paving should be avoided.
Chapter 5 – Section 11: Lighting and Transformers
 Residential lighting is historically minimal. New exterior lighting units that produce higher levels
of lighting or a fixture that is visible from the street are discouraged and require review and
approval from the Historic Preservation Committee.
Chapter 5‐Section 13: Demolition
 Demolition of any pivotal or contributing structure in any Historic District is undesirable. Historic
Preservation Commission approval is required for any demolition.
RECOMMENDATION:
1. The Historic Preservation Commission should consider the circumstances of this application for a
Certificate of Appropriateness relative to the North and South Union Street Historic Districts
Handbook and Guidelines and act accordingly.
2. If approved, applicant(s) should be informed of the following:
 City staff and Commission will make periodic on‐site visits to ensure the project is
completed as approved.
 Completed project will be photographed to update the historic properties survey.
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beneath the handrail. Pedimented gables with square, molded panels in
a checkerboard pattern are set over the entrance and at the corner
of the porch. A balcony with turned posts and a balustrade occupies
the center second story bay. The house has an exceptional Queen Anne
style stair.
Dr. James E. Smoot was a physician who pursued his avocation of history
after illness forced an early retirement. The voluminous papers he collected
are now part of the North Carolina State Archives.-100.

House
61 Grove Avenue, N.W.
ca. 1900

c

Two-story, frame Queen Anne style residence with narrow, two-bay facade,
House consists of two gable-roofed sections set at right angles; the gablefront section projects forward to form the most prominent facade bay,
This bay has cut-away corners trim with brackets and pendant drops,
decorative shingles in the gable, and a cut-out ventilator. The wrap-around
porch has Tuscan columns, a balustrade, and a decorative gable on
the east side of the house; the portion of the porch that wrapped around
the west side was enclosed at an undetermined date.
101.

House
31 Grove Avenue, N.W.
ca. 1900

c

One-story, frame, Queen Anne style cottage . with _two .. Jacade~gables•c--and•c
notable porch. West (right) gable . projects forward- -and--has ·l:Ut-awayc
·corners. Wrap-around porch has turned posts -ana -a- notable, cut-out balustrade. Entrance has transom and unusual decorative --panels . of -pressed ·
metal under sidelights.
-- -102.

A.G. Odell House
21 Grove Avenue, N.W.
19ll-1921, additions 1921-1927 (SM)

c

Two-story, frame, gable-front house- ·with ·bungalow style features; per. haps the best two-story house built along bungalow lines in the district.
Local tradition recalls that this is an "Aladdin" house that was ordered
from a catalogue. Roof has broad eaves trimmed with large triangular

C
J G

EXIST. SITE PLAN

CONCORD, NC
31 GROVE AVE NW

JEFF & SARAH FEARN

PROJECT:

GARAGE CONVERSION & DRIVEWAY EXPANSION

DRAWN BY:

Exhibit C
DATE:

12.03.2019

REVISIONS:

.
.
.

PROPERTY LINES AND BUILDING
LOCATIONS BASED ON SURVEY
BY SHM SURVEYING & MAPPING, P.A.
DATED 11.5.19.

1

EXISTING SITE PLAN

DRAWING NUMBER:
DRAWN BY:

A-1

1/16" = 1'-0"

1,470 SF - FOOTPRINT

0.156 ac

CHECKED BY:

FRN- A-1

C. J. GLUF
CJG

SHEET:

A-1

Exhibit C
C
J G

PROPOSED. SITE PLAN

CONCORD, NC
31 GROVE AVE NW

JEFF & SARAH FEARN

PROJECT:

GARAGE CONVERSION & DRIVEWAY EXPANSION

DRAWN BY:

Limits of work
Phase I only
DATE:

12.03.2019

REVISIONS:

.
.
.

1
A-2

PROPOSED SITE & FIRST FLOOR PLAN
1/16" = 1'-0"

1,470 SF - FOOTPRINT

0.156 ac

DRAWING NUMBER:
DRAWN BY:
CHECKED BY:

FRN- A-2

C. J. GLUF
CJG

SHEET:

A-2

C
J G

DRAWN BY:
DATE:

31 GROVE AVE NW

JEFF & SARAH FEARN

4
A-3

PROJECT:

4
A-3

GARAGE CONVERSION & DRIVEWAY EXPANSION

1/8" = 1'-0"

GARAGE PLANS

CONCORD, NC

PROPOSED SECTION

4
A-3

12.03.2019

REVISIONS:

.
.
.

DRAWING NUMBER:
DRAWN BY:
CHECKED BY:

1
A-3

Exhibit D

EXISTING FLOOR PLAN
1/8" = 1'-0"

2
A-3

PROPOSED FLOOR PLAN
1/8" = 1'-0"

3
A-3

PROPOSED LOFT PLAN
1/8" = 1'-0"

FRN- A-3

C. J. GLUF
CJG

SHEET:

A-3

EXISTING GARAGE ELEVATIONS

CONCORD, NC

PROJECT:
DATE:

31 GROVE AVE NW

EXISTING FRONT ELEVATION
1/8" = 1'-0"

C
J G

DRAWN BY:

1
A-4

JEFF & SARAH FEARN

EXISTING LEFT ELEVATION
1/8" = 1'-0"

GARAGE CONVERSION & DRIVEWAY EXPANSION

2
A-4

12.03.2019

REVISIONS:

.
.
.

DRAWING NUMBER:
DRAWN BY:
CHECKED BY:

3
A-4

Exhibit D

EXISTING RIGHT ELEVATION
1/8" = 1'-0"

4
A-4

EXISTING REAR ELEVATION
1/8" = 1'-0"

FRN- A-4

C. J. GLUF
CJG

SHEET:

A-4

NEW GARAGE ELEVATIONS

CONCORD, NC

PROJECT:
DATE:

31 GROVE AVE NW

PROPOSED FRONT ELEVATION
1/8" = 1'-0"

C
J G

DRAWN BY:

1
A-5

JEFF & SARAH FEARN

PROPOSED LEFT ELEVATION
1/8" = 1'-0"

GARAGE CONVERSION & DRIVEWAY EXPANSION

2
A-5

12.03.2019

REVISIONS:

.
.
.

DRAWING NUMBER:
DRAWN BY:
CHECKED BY:

3
A-5

Exhibit D

PROPOSED RIGHT ELEVATION
1/8" = 1'-0"

4
A-5

PROPOSED REAR ELEVATION
1/8" = 1'-0"

FRN- A-5

C. J. GLUF
CJG

SHEET:

A-5

Existing Garage: View from Street

View from Back Yard

Fearn Project
31 Grove Ave NW

Exhibit E

View of Back Yard from Deck

View of Back Yard from Back of Lot

Fearn Project
31 Grove Ave NW

Exhibit E

Street View of House

Exhibit E

Fearn Project
31 Grove Ave NW
Proposed Windows

Using CUAWN2424 Awning and Fixed. Also using CUFX2414 Fixed (Not shown
here).
Using 1-11/16” IG ADL mullion to create a true horizontal at the midpoint of the
window to match the look of the double-hung windows in the house.
(See detail page.)
Exhibit E

Fearn Project
31 Grove Ave NW
Proposed Windows

Using CUCA3248 E Casement and CUCA2448 Casement. These windows will
provide a low-maintenance solution while maintaining a similar look to the main
house windows.

Exhibit E

Fearn Project
31 Grove Ave NW
Proposed Window Details

Exhibit E

Fearn Project
31 Grove Ave NW

Front and Rear Doors.
All other exterior materials will be wood to match the existing surrounding
materials. The intent is to align the new windows with the 2-over-2 windows of the
house. A raised-seam, metal roof will be installed on the dormer addition and the
new awning roofs. Color to be determined by owner.
As a relatively new (Circa 2015), non-contributing structure, the intention is to not
match the detailing of the main house explicitly.
Fearn Project
31 Grove Ave NW

Exhibit E

Backyard Pavers by Techo-Bloc

Driveway Expansion by StandarTpark with crushed stone base and pea-gravel
infill.

Fearn Project
31 Grove Ave NW

Exhibit E

Existing Garage: View from Street

View from Back Yard

Proposed light
fixtures to be similar
to existing.
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31 Grove Ave NW

Exhibit E

Exhibit E

