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                                                                                                        Staff Report             
 Planning and Zoning Commission 
 
DATE:   October 29, 2021 
 
CASE: Executive Summary for Townhome/Townhouse 

Development Regulations 
 
PREPARED BY: Kevin Ashley, AICP –Deputy Planning Director 
  
 
BACKGROUND 
 
This memorandum is intended to serve as a summary to describe the proposed 
revisions to Article 7 (Base Zoning Districts) as they relate to minimum standards 
for townhome development.   (Note that the NC Building Code designates them as 
“townhouses”.)   
 
The City adopted the 2030 Land Use Plan (LUP) in 2018 and these revisions are 
part of a wholesale rewrite of the Concord Development Ordinance (CDO) to align 
the ordinance with the recommendations contained in the LUP.  Furthermore, the 
last wholesale revision of the CDO occurred in 2007 and this effort is intended to 
modernize the development standards and to make the ordinance more user-
friendly.    
 
The City has previously adopted changes to the CDO relative to conservation 
subdivisions, permitted uses and wholesale changes to Articles 5, 7, 8, 9 and 10 
(known as “Group One” changes.)   These changes were prepared by staff with 
the assistance of the consultant team (Tindale-Oliver and Michael Lauer Planning.)  
The townhome regulations were intended to be part of the Group One changes, 
but the staff felt that more research and detail would be necessary.  Additional 
changes were adopted in February 2021 (“Group Two” changes) and formatting 
and cross-reference changes to reflect statutory requirements set forth in NCGS 
160-D were in June of 2021.  Changes to townhome regulations were originally 
drafted in the latter part of 2020, but were delayed to allow staff to revise the 
requirements.     
 
The CDO defines a townhome (or townhouse) as “A single-family dwelling unit 
constructed in a series, group or row of attached units separated by property lines 
and with a yard on at least two sides.  (Source:  North Carolina State Building 
Code, Vol. 1, § 201.2 and Vol.  VII, § 202).   
 
In terms of development styles, townhomes are typically either developed as “front-
load” or “rear-load” units.   Front-load units have their driveways and/or garages 
from a major street at the front of the homes whereas rear-load units take access 
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off of an alley or a common parking area.  Here is an example of front-loaded 
townhomes without garages  
(Settler’s Landing) as well as a photo of front-loaded units with garages (Edison 
Square). 

 
 
   

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 



3 

 
These are examples of rear-loaded units with the street and alley views (Afton 
Village and Christenbury Village). 

 
 

 
 

 
 
 
The nature of townhome development, coupled with our zoning regulations, pose 
several challenges related to administration.   These include: 
 

• Closely spaced prominent driveways which lead to safety concerns on front 
load units; 

• Lack of front yards and landscaping; 
• Difficulty in provision of public services such as trash and garbage 

collection; 
• Smaller lot sizes which, which coupled with driveway location, lead to utility 

conflicts; and  
• Inability to provide enough space for healthy street trees due to the above 

factors. 
 
The Settler’s Landing and Edison Square examples above are indicative of the 
type of townhome development that is being proposed in Concord.   These 
examples also illustrate the type of design issues cited above in that the lots are 
narrow, have driveways that take up most of the front yard and street trees and 
front landscaping arelimited.   The photos also indicate that the lack of separation 
between driveways (due to the narrowness of the lot) leaves no room for the 
garbage cans and no room for on-street parking without blocking a driveway.  The 
narrow nature of the lots and the resultant increased number of driveways in a 
shorter street frontage have created maneuvering conflicts, particularly on higher 
traffic streets, such as collectors.   Furthermore, the lack of driveway separation 
has led to conflicts between neighbors in the past. 
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The rear-loaded examples cited allow for front yard landscaping and on-street 
parking, but they are more costly to develop as it is necessary to construct a 
corresponding alley for access to the driveway/garage, and garbage pickup must 
be well thought out and coordinated.  With rear-loaded units there is adequate 
room to provide street trees as the driveways are in the rear.  In most instances, 
rear load units are easier to serve in terms of public utilities.    
 
In our internal discussions, staff has discussed ways to achieve more rear-loaded 
townhomes in order to obtain a better mix as almost all proposed and constructed 
units are front-loaded. The proposed ordinance change will require all townhomes 
to be served by an alley or parking area at the rear of the property.     
 
SUMMARY 
 
Main features of the proposed revisions to Section 7.7.4 include: 

• All attached homes are required to front on a public or private street, or a 
open space such as a town square, and are required to be served by either 
a rear alley or a common parking area.   

• Alleys are to be constructed to a minimum width of twelve (12) feet for one-
way traffic and sixteen (16) feet for two-way traffic.  

• Minimum setbacks are ten (10) feet from all streets.   Setbacks from the 
alley to the garage are also a minimum of ten (10) feet. Groups of structures 
are proposed to be a minimum of fifteen (15) feet apart. 

• Two off-street parking spaces are required per unit and may be provided 
within a garage.   In lieu of providing parking on the individual parcel, part 
or all of the required parking may be provided on-street or within a common 
parking area.   Additional parking (for visitors) is required at the rate of one 
space per two units and may also be provide on-street or within a common 
parking area. 

• Off-street parking is required along one side of the main street.   Curb 
extensions are required on the street to provide adequate room for street 
trees.   

• Duplex and triplex projects, which have shared driveways and are on 
existing lots of record, as of the date of adoption of the ordinance, are 
exempt from these requirements.    

 
 
These changes are intended to provide clear guidance relative to new townhome 
development and to ultimately achieve safer and more efficient design.  The 
changes are also intended to help the City achieve safe and simpler provision of 
public services/utilities and to provide for the establishment of a desirable street 
tree canopy.         
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7.7.4 E. Special Standards for Townhouses 
 

 

Purpose:   The City of Concord recognizes that the physical characteristics of 
townhouse developments pose a distinct set of service challenges as compared 
to traditional detached single-family developments.   The following standards 
are intended to provide for 1) the safe movement of vehicles and pedestrians; 
2) an adequate amount of resident and visitor parking; 3) the safe provision of 
public utilities and services;  4) the provision of green space; and 5) the creation 
of a functional, healthy and sustainable permanent shade tree canopy.     

 All townhouse units shall front on a public or a private street or on an 
improved open space such as a town square, park or a green and shall 
be served by a rear alley. Alleys shall be at least twelve (12) feet in 
paved width to accommodate one-way traffic and at least sixteen (16) 
feet in paved width to accommodate two-way traffic. Individual 
driveways are permissible only on  alleys.   Parking within the pavement 
of the alley shall be prohibited.   

 Per Section 10.2.5 all private streets shall be constructed to public 
street standard with the exception of alleys.  Construction details for 
alleys are included in Article 2 of the Technical Standards Manual (TSM). 

  Alleys shall be designed with a minimum turning radius of thirty (30) 
feet where they intersect streets and shall be constructed in such a 
manner as to allow service vehicles to complete turns within the 
boundary of the alley.   Alleys shall be designed in such a manner as to 
be interconnected to allow through traffic and to avoid dead ends.   

 Side yards are not required for interior townhouses, but a minimum 
street setback of ten (10) feet shall be provided along front and corner 
yards, and building separation requirements of fifteen (15) feet shall be 
maintained for all groups of townhouse units.  Where lot lines are not 
established or where units are condominiumized, the building setback 
shall be measured from the back of sidewalk. 

 Two off-street parking spaces shall be required per unit, and may be 
provided within a garage.  In lieu of providing the required parking 
spaces on the individual parcel, either a portion of, or all of the required 
spaces may be provided on-street or within a common off-street parking 
area.   

 In addition to the required parking spaces for each unit, parking to 
accommodate visitors shall be provided at a rate of one space for each 
two units, and may be provided either as on-street spaces or within a 
common off-street parking area (or a combination thereof).   

 Fences and/or walls on the site shall be constructed in such a manner 
as to allow unobstructed access to all utility meters and easements.    

 On street parking shall be provided along at least one side of the public 
or private street.   On the side(s) of the street where parking occurs, 
the planting strip for street trees may be eliminated, but the sidewalk 
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shall still be required.   In lieu of the eliminated planting strip, 
foundation plantings comprised of woody shrubs with a mature height 
of no more than four (4) feet shall be installed at a four (4) foot spacing 
along the building foundation.    

 On the side of the street where no parking is proposed, street trees shall 
be planted in accordance with Section 11.7.4.  In order to provide a 
traffic calming measure and to ensure a street tree canopy, curbs shall 
be extended out in the areas of required building separation between 
groups of structures to create “bump-outs *” for the planting of street 
trees.  Street trees shall be installed in bump outs at the end of parallel 
parking spaces.        

 The minimum setback from the alley (for the garage) is ten (10) feet 
measured from the exterior building wall of the structure to the edge 
of pavement. No minimum side setbacks are required for detached 
garage structures.     
 

 All gas, electric service meter points and fiberoptic services shall be 
located in the rear.  City owned water meters or sewer cleanouts shall 
not be installed within the limits of the townhouse driveway.   

 Adequate space shall be provided along the alley for safely storing 
garbage and recycling receptacles without interfering with the 
maneuvering area within the alley.   

 For purposes of these regulations, duplexes and triplexes with common 
or shared driveways, proposed on existing lots of record at the date of 
adoption of this ordinance (xx/xx/xxxx) shall not be considered 
townhouses.    

 
 
*Bump-out:   A curb extension on residential or low volume streets that 
create an effect to calm traffic and to slow traffic speeds considerably.    
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